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**Seal & Oring Kit P/N 2888460            * This item is part of an assembly. This item cannot be sold separately due to machining and /or assembly that is required. p/n 2264967     Rev. A    12-02

In the U.S.A., replacement parts may be ordered directly from MINN KOTA Parts Dept.,
706 Holly Lane, Mankato, Minnesota 56001. In Canada, parts may be ordered from any
of the Canadian Authorized Service Centers shown on the enclosed list. Be sure to pro-
vide the MODEL and SERIAL numbers of your motor when ordering parts. Please use the
correct part numbers from the parts list. Payment for any parts ordered from the MINN
KOTA parts department, may be by cash, personal check, Discover Card, MasterCard
or VISA. To order, call 1-800-227-6433 or FAX 1-800-527-4464.

Fora da América do Norte, queira consul-
tar a lista anexa para identificar o Centro
de Seviço Autorizado MINN KOTA. Não
deixe de incluir o número do MODELO e o
número de SÉRIE do seu motor ao pedir
peças. Sempre use os números corretos
das peças da lista de peças.

Hors de États-Unis, voir la liste ci-jointe pour le
Centre de Service Agréé MlNN KOTA le plus
proche. Lors d'une commande, ne pas oublier
de fournir le numéro de modèle et le numéro
de série du moteur. Toujours mentionner le
numéro de pièce exact figurant sur la liste des
pièces de rechange.

Fuera de los Estados Unidos, consultar la lista
anexa para ubicar el Centro de servicio autor-
izado MINN KOTA. No dejar de incluir el
número del MODELO y el número de SERIE
del motor para el cual se solicitan las piezas.
Usar siempre los números de pieza correctos
indicados en la lista de piezas.

2-100-009 ARMATURE ASSEMBLY 24V 3.625 65#

140-010 BEARING-BALL 

788-015 RETAINING RING

431-005 CENTER HOUSING ASSEMBLY

2-300-039 BRUSH END HOUSING ASSEMBLY SPDCO 

2-400-101 PLAIN END HOUSING ASSEMBLY

144-049 BEARING- FLANGE   SERVICE ONLY

880-003 **SEAL

880-006 **SEAL-W/SHIELD

188-036 BRUSH ASSEMBLY [2.EA]

725-050 TUBE- BRUSH RETENTION 

738-036 BRUSH PLATE WITH HOLDER

975-040 SPRING- TORSION [2.EA]

337-036 **GASKET

701-008 **O-RING THRU BOLT [2.EA]

701-081 **O-RING

830-007 #8-32 SCREW  [2.EA]

830-008 THRU BOLT 10-32X9.205 [2.EA]

990-067 WASHER- STEEL THRUST

990-070 WASHER-NYLATRON [2.EA]

2098034 MOTOR ASSEMBLY 24V F/W 3.625 5SPCO

2032054 TUBE- COMPOSITE-48"

1378122 PROPELLER KIT

2091150 PROPELLER- W/WEDGE

2151726 WASHER- 5/16 SS

2053101 NUT-PROP NYLOC MEDIUM

2092600 PIN-DRIVE 95-4HP’S  

2030312 WIRE EXTENSION 18”-16GA N 

2030313 WIRE EXTENSION 18”-18GA YEL

2030316 WIRE EXTENSION 18”- BLK 

2030317 WIRE EXTENSION 18” - RED 

2030710 CONNECTOR BUTT [2.EA]

2030711 CONNECTOR BUTT [2.EA]

2375400 SHRINK TUBE 1/4ODX1-3/4 [4.EA]

2011365 SCREW-COLLAR/NEW KNOB

2264702 INSERT- TUBE 2PER

2060290 COVER-CONTROL BOX GREY   

2265658 DECAL-COVER 65AT/H CABELA

2005601 DECAL- CABELA’S TOUR SERIES

2302743 SPRING-DETENT HANDLE-TILT 

2303412 SCREW-6-20 X 5/8 SELF TAP [6.EA] 

2033400 SCREW-10-24 X 1-3/4]

2013110 NUT-10-24 HEX (ZCP)

2011365 SCREW-COLLAR/NEW KNOB

2031520 COLLAR-DEPTH W/O INSERT

2062551 CONTROL BOX PLAS W/HAND 

2064023 SWITCH-FWD/REV 5SP  

2990912 HANDLE ASSEMBLY-W/U-JOINT 5SP

2302742 SPRING-DETENT OFF  

2302745 SPRING-RELEASE BUTTON 

2303720 RELEASE BUTTON-HANDLE    

2060408 HANDLE-  TOP HALF

2060415 HANDLE-  LOWER HALF       

2303412 SCREW-6-20 X 5/8 SELF TAP [5.EA ]

2060005 BEARING-HANDLE PIVOT [2.EA ]

2090650 LEADWIRE -10 GA RINGS  

2020700 TERMINAL RING, 3/8’ [2.EA ]

2994838 BAG ASSEMBLY-BOLTS NUTS WASHERS

2263462 SCREW 1/4-20X2 SS [6.EA]

2261713 WASHER-1/4 FLAT 18-18 [6.EA]

2263103 NUT- 1/4-20 NYLOC-JAM [6.EA]

2263010 E-RING 3/8 DIA SHAFT [4,EA]

2293500 BUSHING-SHOULDER UPR ARM [2.EA ]

2260530 HINGE-PIN LOWER SS

2260520 HINGE-PIN UPPER SS

2150400 PULL-GRIP

2151700 WASHER-EYE SHAFT .562 OD [2.EA ]

2991872 BOW MOUNT ASSEMBLY 65AT

2264221 ARM-UPPER, STD, FW

2265120 BUMPER UPPER ARM

2254353 ARM-LWR AT FW MACH’D BG360

2263900 MOTOR REST A/T

2005601 DECAL- CABELA’S TOUR SERIES

2251922 BOW PLATE-MACHINED

2293801 TUBE LOCK-’D’

2260506 HINGE-PIN (HEADLESS) ZINC [2.EA ]

2236000 BEARING NYLINER- [2.EA ]

2303431 SCREW 1/4-20X5/8’PPH [4.EA ]

2293511 BOLT-UPPER ARM W/LOCTITE [2.EA ]

2293500 BUSHING-SHOULDER UPR ARM [2.EA ]

2152610 SPRING-PIN LOCKBAR

2233600 LOCK BAR- BOW MOUNT

2152700 SPRING- LOCKBAR CAD.PLTH

2153600 EYE SHAFT-CAD.PLATE

2262310 GUIDE-ROPE

2251601 ROPE- 40”

2263805 VELCRO STRAP  

2991873 BOWGUARD ASSEMBLY 65AT/H

2261981 BRACKET BASE-LEFT

2261986 BRACKET BASE-RGHT  

2261535 SPRING SLEEVE  LWR

2261525 SPRING-SLEEVE UPPER  

2262711 SPRING-BOWGUARD HAND CT

2267300 BUSHING-DOWEL  [2.EA]

2263470 SCREW-1/4-20 X 1-3/4  [4.EA]
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INSTALLATION OF THE BOWMOUNT:
We recommend that you have another person help

with this procedure.
1. For installation, do not remove the shaft/motor

from the Bowguard. The Bowguard spring is
under tension and must always remain secured.

2. Place the mount, with the motor in the fully
retracted (flat) position, on the deck of the boat:
• The motor should be mounted as close to the
centerline of the boat as possible.
• Make sure bow area under the chosen location
is clear and unobstructed for drilling.
• Make sure the motor rest is positioned far
enough beyond the edge of the boat. The motor,
as it is lowered into the water or raised into the
boat, must not encounter any obstructions.

3. Once in position, mark four (4) of the holes pro-
vided in the bow plate and drill through the
marks using a (9/32") bit.

4. Mount the plate to the bow through the four (4)
drilled holes using the provided (1/4-20 x 2")
bolts, nuts and washers.

NOTE: Be sure to secure all sets of mounting bolts,
nuts and washers.

3

If necessary to create a level
surface, position rubber
washers between the deck
and the motor rest

Position the Bowmount close
to the centerline and in an
area free of obstructions
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