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 2-100-121 ARMATURE ASSEMBLY 12V 3.625 5SPC 55#
 788-015 RETAINING RING
 140-010 BALL BEARING
	 431-101	 CENTER	HOUSINg	ASSEMBLY	3.625	FW	TXT
	 2-300-196	 BRUSH	END	HOUSINg	ASSEMBLY		3.62	SPCO
	 2-400-101	 PLAIN	END	HOUSINg	ASSEMBLY
 144-049 BEARING - FLANGE (SERVICE ONLY)
 880-003 SEAL
	 880-006	 SEAL	WITH	SHIELD
	 188-036	 BRUSH		ASSEMBLY	[2.EA]
	 725-050	 BRUSH	RETENTION-	PAPER	TUBE
	 738-036	 BRUSH	PLATE	W/HOLDER
	 975-040	 SPRINg	-	TORSION	[2.EA]
 337-036 GASKET 
	 701-008	 O-RINg,	THRU-BOLT	[2.EA]
 701-081 O-RING
	 830-007	 SCREW-8-32		[2.EA]
	 830-042	 THRU-BOLT	10-32X8.83”	[2.EA]
	 990-067	 WASHER-	STEEL	THRUST
	 990-070	 WASHER	-	NYLATRON	[2.EA]
 2097087 MOTOR ASSEMBLY 12V 3.625 5SPC FW  55#
	 2032003	 TUBE	(COMP)	4	HOLE-42”
 1378131 PROP KIT
 2091160 PROPELLER (W.WEDGE 2)
	 2151726	 WASHER-5/16	STD	SS					
 2053101 NUT-PROP,NYLOC (MED) 5/16 SS
	 2092600	 PIN-DRIVE	(95-4HP’S)			SS
		 9008236	 WASHER	1/4	FLAT	ZINC	[4.EA]
	 2223100	 NUT-	TENSION	5/16-18	SS	[2	.EA]
	 2262605	 PIN-	BWgRD	UPPER	THREADED	
	 2262607	 CLEVIS	PIN	ZP	MAXXUM	BWgRD
 2260805 SPRING CLIP
 2150400 PULL-GRIP 
	 2151700	 WASHER-EYE	SHAFT(.562	OD)
 2991840 MOUNT- BOW ASSEMBLY, W/O BGRD FW STD
 2264241 ARM-UPPER FW,STD     
	 2293501	 BUSHINg,	STAINLESS	STEEL	[4.EA]
	 2263500	 BOLT-	SHOULDER		(MAXXUM)	[2.EA]
	 2994307	 ARM-LOWER	ASSEMBLY,STD,FW,EXT
	 2263912	 MOTOR	REST	STD	MAXXUM
	 2265514	 DECAL-MAXXUM,MOTOR	REST	[2.EA]
	 2261505	 SPACER,	MOTOR	REST	[6.EA]
 2773987 BOWPLATE/INST ASSEMBLY STD FW
	 2251601	 ROPE	(40”),	MAXXUM	MOUNT
	 2261708	 WASHER-3/8X1/2X.010”	SS	[2.EA]
	 2267318	 BEARINg	NYLINER-[2.EA]
	 2263434	 SCREW,	8-18	X	1”	PPH	SS	[2.EA]
	 2152610	 SPRINg-PIN	LOCKBAR	[2.EA]
 2233600 LOCK BAR- BOW MOUNT
	 2233602	 LOCK	BAR,	REAR	-	ZINC	
 2152700 SPRING-LOCKBAR CAD.PLTD
 2262703 SPRING STOP          
	 2153602	 EYE	SHAFT-2LOCKBAR	STD-PL
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	 2260506	 HINgE-PIN	HEADLESS	ZINC
	 2293811	 YOKE,MAX	MNT-POLYPROPYLENE
 2991762 BOWGUARD ASSEMBLY- FT CTRL FW
 2772319 BRACKET BASE TOP/EYELET ASSEMBLY
 2991771 BRKT BTTM/BEARING FW ASSEMBLY
 2772352 EYELET KIT
	 2263423	 SCREW	5/16-18	X	1”	SHCS	ZINC
	 2263425	 SCREW	5/16-18	X	2	1/2”	SHCS	[2.EA]
 2071541 SPRING-SLEEVE UPPER
 2071535 SPRING SLEEVE, LOWER
 2262706 SPRING, BOWGUARD, NIK PL
 2772012 TUBE W/BEARING RACE ASSEMBLY
	 2272069	 TUBE	OUTER-21”	4	HOLES
 2266260 BEARING RACE
 2266220 BEARING RACE-STEEL
	 2266000	 BEARINg	BALL-STEEL	[2.EA]
 2266115 BEARING CONE
	 2771617	 COLLAR	HALF-ZINC-		2	PER	KIT
	 2263452	 SCREW-1/4-20	X	3/4”	SHCS		[2.EA]
	 2280201	 CONTROL	BOX	COVER		
	 2372100	 SCREW-8-18	X	5/8”	THD	SS	[4.EA]
 2275601 DECAL-COVER 
 2990140 DIRECTIONAL INDICATOR 
 2282730 SPRING, INDICATOR          
	 2375400	 SHRINK	TUBE-1/4OD	X	1-3/4”	[2.EA]
	 2053414	 SCREW-#8-32	X	1/2”	TRI-LOBE	[3.EA]
 2267800 GEAR-INDICATOR
	 2372100	 SCREW-8-18	X	5/8”		SS
	 2264015	 LIgHT/INDICATOR	
	 2020713	 TERMINAL-ADAPTOR,	MAX	[2.EA]
	 2335400	 SHRINK	TUBE-1/2	OD	X	2”	[2.EA]
 2232360 PULLEY-CABLE DRUM       
	 2261730	 WASHER-NYLON	A/T	CON	B	
 2996247 TOP BEARING RACE/ PINION DR
	 2223468	 SCREW-8-32	X	7/16”	ZN	PL	[4.EA]
 2994496 FOOT PEDAL/PLUG ASSEMBLY (AT)
	 2283700	 PUSH-BUTTON	FOOT	PEDAL
 2302732 SPRING-LOWER PEDAL SS
	 2264020	 SWITCH	MOMENTARY
	 2265140	 BOOT-MICROSWITCH
	 2262114	 SCREW-MOUNTINg/SWITCH	[2.EA]
	 2233100	 NUT-SWITCH	MOUNT	[2.EA]
	 2264026	 SWITCH-5	SPEED	(ALL	TERRAIN)
	 2261701	 LOCKWASHER-STAR
	 2263105	 NUT-HEX
	 2261715	 SPACER-SWITCH	5	SP	MODELS
 2280110 KNOB-SPEED CONTROL (5 SPD)
 2263000 E-RING TRU-ARC#5133-43
 2260730 CONNECTOR 1/4 MALE TAB OD
	 2332103	 SCREW-6-20	X	3/8”	THD	SS
 2266413 TENSION SCREW PLATE FTPED
 2260511 PIN-PIVOT A/T FT PDL
 2992102 FT PED BASE/PIN ASSEMBLY SONAR 
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 2262301 PULLEY- FOOT PEDAL
 2266400 COVER-PULLEY STAMPING
	 2223430	 SCREW-	#8	X3/4	SS		PPH	TYPE	25	[4.EA]
	 2254031	 SWITCH-M0M/OFF/CON
	 2266412	 SWITCH	PLATE,	FT	PEDAL
	 2332103	 SCREW-6-20	X	3/8	THD	SS	[2.EA]
	 2261208	 WIRE	HARNESS,	A/T	FT.	PHD
	 2267505	 CABLE	ASSY-RIgHT	(5’)
 2267515 CABLE ASSY-LEFT (5’)
 2265430 CABLE JACKET (5’)
	 2265110	 BOOT-CONTROL	BOX
 2265115 BOOT-FOOT PEDAL BASE
	 2372100	 SCREW-8-18	X	5/8	THD	SS	[2.EA]
	 2261714	 WASHER-MAXXUM	FT	PDL	[2.EA]
 2261901 BRACKET-CONDUIT
	 2301310	 SCREW-8-18	X	1/2		SS	[2.EA]
 2263210 BRACKET-CONDUIT ADJUSTMENT
 2263104 NYLOCK KEEPER
	 2263463	 SCREW-1/4-20	X	2”	STL	PPH
	 2355410	 SHRINK	TUBE-3/8	OD	X	2”
 2261225 LEADWIRE- BATTERY
  2256300 TIE WRAP-5.5” BLACK
	 2263201	 CLAMP	WIRE	HARNESS	MICRO	[2.EA]	
	 2332103	 SCREW-6-20	X	3/8	THDT	SS
	 2260301	 CONNECTINg	WIRE	(SWITCH)
	 2260312	 WIRE,BLK	W/WHT	STRP	19	1/2
 2260322 WIRE,BLK W/BLUE STRP-12”
	 2256301	 TIE	WRAP-5.5”	WHITE
	 2266414	 BOTTOM	PLATE	MAX	FOOT	PED
	 9953104	 SCREW-8	X	1/2”		SS	[8.EA]
	 2282500	 CONTROL	BOX	 	 	
	 2267800	 gEAR-INDICATOR	[2.EA]
 2262221 INDICATOR-DRIVE
 2261905 BRACKET/INDICATOR
	 2301310	 SCREW-8-18	X	1/2”		SS
	 2994830	 BAg	ASSEMBLY-MAXXUM								
	 2263431	 SCREW	1/4-20	X	3.5”	PPH	[6.EA]
	 2261713	 WASHER-1/4	FLAT	SS	[6.EA]
	 2263103	 NUT-1/4-20	NYLOCK-JAM	SS	[6.EA]
   2991550 CLAMP COLLAR ASSEMBLY
   2071550 CLAMP COLLAR “A”
   2071555 CLAMP COLLAR “B”
   2072621 PIN-KNURLED
   2281505 KNOB-CLAMP COLLAR
			2071718	 WASHER	#10	NYLON	RETAININg
			2073102	 NUT	-	HEX	1/4	-	28	SS
   2071560 SPLIT COLLAR
			2075120	 URETHANE	PAD
			2261540	 INSERT-THREADED	BOWPLATE	(2	EA)
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* This item is part of an assembly. This item cannot be sold separately due to machining and /or assembly that is required.     P/N 2274956   REV. P   ECN 33293    8-11

In the U.S.A., replacement parts may be ordered directly from MINN KOTA Parts Dept.,  121 Power Drive, P.O.Box 8129, Mankato, 
Minnesota 56002-8129. In Canada, parts may be ordered from any of the Canadian Authorized Service Centers shown on the enclosed 
list. Be sure to provide the model and serial numbers of your motor when ordering parts. Please use the correct part numbers from 
the parts list. Payment for any parts ordered from the MINN KOTA parts department, may be by cash, personal check, Discover Card, 
MasterCard	or	VISA.	To	order,	call	1-800-227-6433	or	FAX	1-800-527-4464.

Hors	de	États-Unis,	voir	la	liste	ci-jointe	pour	le	Centre	de	Service	Agréé	MlNN	KOTA	le	plus	proche.	
Lors d’une commande, ne pas oublier de fournir le numéro de modèle et le numéro de série du 
moteur. Toujours mentionner le numéro de pièce exact figurant sur la liste des pièces de rechange.
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2888460  SEAL & ORING KIT
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MOMENTARY SWITCH�
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MOM/OFF/CON SWITCH�
COMMANDE MOM/OFF/CON

FIVE SPEED SWITCH�
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INDICATOR LIGHT�
VOYANT

wARnInG: 
• Before connecting Battery, 
mAKE suRE tHE mom/con swItcH Is 
In tHE off PosItIon.
• Keep leadwire connection tight 
AnD soLID to bAttERy tERmInALs.
• locate Battery in a ventilated 
comPARtmEnt.

AttEntIon: 

• avant de raccorder la Batterie, 
véRIfIER quE LA commAnDE mom/con 
Est suR ARRêt.
• veiller à ce que les écrous papil-
Lons suR LEs boRnEs DE LA bAttERIE 
soIEnt bIEn sERRés. 
• placer la Batterie dans un com-
PARtImEnt AéRé.

Attention: 
•Avoid running your motor with the propeller outside of the water.  This may result in injuries from the rotating 

propeller. 
•It is recommended to set the speed selector to zero and place the motor in the deployed position prior to con-

necting power cables.  Disconnect power cables prior to stowing.  
•Always ensure that the power cables are not twisted or kinked; and that they are securely routed to avoid a 

safety or trip hazard.  Ensure cables are unobstructed in all locations to avoid damaging the wire insulation. 
Damage to the insulation could result in failure or injury.

•Always inspect the insulation of the power cables prior to use to ensure they are not damaged.
•Disregarding these safety precautions may result in an electrical short of the battery(s) and/or motor.  Always 

disconnect the motor from the battery(s) before cleaning or checking the propeller.
•Avoid submerging the complete motor as water may enter the lower unit through control head and shaft. 

Water in the lower unit may cause an electrical short and damage the lower unit. This damage will not be 
covered by warranty.

caution! 
•Always operate the motor in a safe distance away from obstructions.  Never approach the motor when the 

propeller is running. Contact with a spinning propeller may endanger you or others.
•Always exercise safe practices when using your motor; stay clear of other watercrafts, swimmers, and any 

floating objects. Always obey water regulations applicable to your area of operation. 
•Never operate the motor while under the influence of alcohol, drugs, medication, or other substances which 

may impair your ability to safely operate equipment.
•This motor is not suitable for use in strong currents exceeding the thrust level of the motor.

The constant noise pressure level of the motor during use is less than 70dB(A). The overall vibration level does 
not	exceed	2,5m/sec≈.

Attention : 
•Avoid la course à pied de votre moteur avec l’hélice à l’extérieur de l’eau. Cela peut s’ensuivre dans les bles-

sures de l’hélice tournante. 
•Il est recommandé de montrer le sélectionneur de vitesse au zéro et placer le moteur dans la position 

déployée avant de raccorder des câbles de batterie. Débranchez des câbles de batterie avant le fait de 
ranger.  

•Always garantissent que les câbles d’alimentation ne sont pas tournés ou kinked; et cela ils sont solidement 
mis en déroute pour éviter le hasard de voyage ou une sécurité. Garantissez que les câbles sont libres dans 
tous les endroits pour éviter de nuire à l’isolation métallique. Le dommage à l’isolation pourrait s’ensuivre 
dans l’échec ou la blessure.

•Always inspectent l’isolation des câbles d’alimentation avant l’utilisation pour garantir qu’ils ne sont pas nuis.
•Disregarding ces précautions de sécurité peut s’ensuivre dans un électrique sauf de la batterie(s) et-ou le 

moteur. Débranchez toujours le moteur de la batterie(s) avant le fait de nettoyer ou le fait de vérifier l’hélice.
•Évitez de submerger le moteur complet comme l’eau peut entrer dans l’unité plus basse par la tête de con-

trôle et le puits. L’eau dans l’unité plus basse peut provoquer un court électrique et nuire à l’unité plus 
basse. Ce dommage ne sera pas couvert selon la garantie.

Prudence!
•Faites toujours marcher le moteur dans une distance sûre loin des obstructions. N’approchez-vous jamais du 

moteur quand l’hélice court. Contact avec une hélice tournante peut mettre vous en danger ou d’autres.
•Exercez toujours des pratiques sûres en utilisant votre moteur; évitez d’autre watercrafts, les nageurs 

et n’importe quels objets flottants. Obéissez toujours aux règlements d’eau applicables à votre région 
d’opération.

•Ne faites jamais marcher le moteur pendant que sous l’influence d’alcool, médicaments, médication, ou 
d’autres substances qui peuvent diminuer votre capacité de bien faire marcher l’équipement.

•Ce moteur n’est pas convenable pour l’utilisation dans de forts courants excédant le niveau de poussée du 
moteur.

Le niveau de pression bruyant constant du moteur pendant l’utilisation est moins de 70 décibels (A). Le niveau 
de	vibration	général	n’excède	pas	2,5m/sec	≈.

Over-Current Protection Devices not shown in illustrations.
Les Artifices de Protection Suractuels non montrés en illustrations.




