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 2-100-119 ARMATURE ASSEMBLY 24V VARS TXT 
 140-010 BALL BEARING
 788-015 RETAINING RING
 2-200-005 HOUSING ASSEMBLY CENTER 3.62 TXT
 421-065 HOUSING -BRUSH END 3.62 TXT
 9421-168 HOUSING - BRUSH END US2
 2-400-101 PLAIN END HOUSING ASSEMBLY 3.625
 144-049 BEARING - FLANGE (SERVICE ONLY)
 880-003 SEAL
 880-006 SEAL WITH SHIELD
 188-037 BRUSH  ASSEMBLY [2.EA]
 725-050 BRUSH RETENTION- PAPER TUBE
 738-036 BRUSH PLATE W/HOLDER
 975-040  SPRING - TORSION [2.EA]
 337-036 GASKET 
 701-008 O-RING, THRU-BOLT [2.EA]
 701-081 O-RING
 830-007 SCREW-8-32  [2.EA]
 830-042 THRU-BOLT 10-32X8.83 [2.EA]
 990-067 WASHER- STEEL THRUST
 990-070 WASHER - NYLATRON [2.EA]
 2096031 MOTOR ASSEMBLY 24V 3.62 54”    
 2096032 MOTOR ASSEMBLY 24V 3.62 60”
 2106045 MOTOR ASSEMBLY US2 24V 3.62 54”  
 2106036 MOTOR ASSEMBLY US2 24V 3.62 60”  
 2032076 TUBE-CARBON COMPOSITE 54”
 2032074 TUBE-CARBON COMPOSITE 60” 
 1378131 PROPELLER KIT
 2091160 PROPELLER W/WEDGE 2
 2151726 WASHER-5/16 SS
 2053101 NUT-PROP NYLOC
 2092600 PIN-DRIVE
 2301545 COLLAR- LATCH PD/AP
 2303434 SCREW- 8-32X5/8 MACH PHCR
 2303112 NUT 8-32 NYLOC SS 
 2301936 EXTRUSION- BASE MACHINED
 2303932 MOTOR REST- RIGHT 3-5/8
 2303937 MOTOR REST- LEFT 3-5/8
 2303430 SCREW 1/4-20X5/8 SELF TAP [4.EA]
 2771826 DRIVE HOUSING / LATCH HANDLE ASSY
 2882011 BUSHING/ OUTSHAFT KIT (INCLUDES 39-42)
 2302010 DRIVE HOUSING OUTPUT SHAFT
 2307304 BUSHING- INNER  [2.EA]
 2307305 BUSHING- OUTER  [2.EA] 
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 2304603 O-RING   
 2307050 MOTOR- DRIVE HOUSING HIGH SPD
 2307201 LATCH HANDLE PD/AP 
 2302750 SPRING- LATCH TORSION PD/AP
 2302627 PIN- ROLL ZINC
 2303407 SCREW - DRIVE HOUSING [6 EA]
 2305564 DECAL-STOW/DEPLOY
 2305110 PAD-PIVOT SUPT [4.EA]
 2305103 PIVOT PAD- NEW MTR’L [2.EA]
 2300500 PIN-LATCH 
 2300510 PIN-PIVOT 
 2013100 NUT-SPEED [4.EA]
 2303612 ROD-RELEASE RT/AP S
 2322700 SPRING-RELEASE LEVER 
 2303710 LEVER-RELEASE
 2300101 RELEASE-KNOB
 2301700 SPACER-RELEASE LEVER
 2303430 SCREW-1/4-20 X 5/8
 2031522 COLLAR- DRIVE (W/INSERT)
 2011365 SCREW-COLLAR/NEW KNOB
 2323104 NUT
 2304065 CONTROL BOARD ASSEMBLY- 24V AP
 2320208 DUST COVER
 2355410 SHRINK TUBE-3/8 ODX2
 2303434 SCREW-8-32 X 5/8 [3.EA] 
 2090651 LEADWIRE lOGA 44”
 2307310 BEAD - FERRITE (CE MODELS ONLY)
 2020700 TERMINAL RING [2.EA]
 2321310 STRAIN RELIEF- BRACKET PD/AP
 2323405 SCREW-1/4-20 X 5/8
 2306555 HOUSING- CENTER PD/AP
 2074071 BATTERY GAUGE - 24 VOLT
 2316605 DECAL, BATTERY GAUGE
 2302935 STRAIN RELIEF-DR. HOUSING
 2303960 SIDEPLATE (RIGHT)PD MK
 2303965 SIDEPLATE(LEFT)PD MK
 2303430 SCREW-1/4-20 X 5/8- [4.EA] 
 2302515 CONTROL BOX PD/AP
 2991283 COIL CORD WSTRAIN RELIEF 48, 54”
 2991284 COIL CORD WSTRAIN RELIEF  60”
 2307313 FERRITE BEAD 
 2320715 ADAPTER-TAB .25 F-F
 2320710 TERMINAL-AMP (T-TAB)
 2065400 WIRE INSULATOR-LGE 1-3/4 [3.EA]
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 2256300 TIE WRAP-5”  BLACK  
 2224702 INSERT- PLUG
 2224700 INSERT- PLUG US2
 2211415 UNIVERSAL SONAR II EXTENSION CABLE
 2218200 FUSE HOLDER, US2 MOTORS ONLY
 2033400 SCREW-10-24 X 1-3/4 PPH Z/P
 2013110 NUT-HEX 10-24 ZCP
 2300237 CONTROL BOX COVER- POWERDRIVE
 2315685 DECAL- COVER 70PD
 2315688 DECAL- COVER 70PD US
 2012100 SCREW-8-18 X 5/8 THD CUT [4.EA]
 2994725 FOOT PEDAL ASSEMBLY
 2304505 FOOT PEDAL BASE
 2308501 WEAR PLATE FOOT PDL
 2300255 FOOT PEDAL, CORDED UPPER  
 2303723 BUTTON, MOMENTARY
 2303722 BUTTON, MOM/CON
 2302730 SPRING-LONG-UPPER PEDAL [3.EA]
 2302732 SPRING-LOWER PEDAL 
 2304052 CONTROL BOARD ASSEMBLY-FT PDL
 2320207 DUST CAP
 2308620 SLIDER, SPEED
 2308409 MAGNET, 1/4 X 1/4
 2778408 MAGNET, 1/4 X 1/8
 2300252 COVER, SPEED SELECTOR
 2308606 SWITCH, DOUBLE FINGER
 2308608 SWITCH, SINGLE FINGER
 2307900 WHEEL, SPEED 
 2308625 SLIDER, STEERING 
 2302100 SCREW-6-20 X 1/2  [9.EA]
 2372103 SCREW-6.20 X 3/8  [4.EA]
 2316600 DECAL, ON/OFF SWITCH
 2994859 BAG ASSEMBLY- 5 RUBBER BUMPERS
 2302907 STRN RLF PD FP
 2994864 BAG ASSEMBLY- (BOLT,NUT,WASHERS)
 2263462 BOLT-MOUNTING-1/4X2 W/STG [6.EA]
 2261713 WASHER-1/4  [6.EA]
 2263103 NUT NYLOK 1/4-20 MTG [6.EA]
 2301720 WASHER-MOUNTING RUBBER [6.EA]
 2888460 SEAL & ORING KIT
 2335400 SHRINK TUBE-1/2” OD X 2
 2375400 SHRINK TUBE-1/4” OD X 1-3/4” 
 2325401 SHRINK TUBE-3/4”” OD X 2” W/ADHS
 640-316 LEADWIRE, BROWN 71”
 640-317 LEADWIRE, BROWN 86” 
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attention: lors 
de la descente 
ou du relevage 
du moteur, ne 
Pas aPProcher 
les doigts des 
Pivots et des 
PiÈces mobiles.

to stow:
Push down to release tilt lock lever and raise the motor by pulling up on the composite shaft or control head. Pull the motor 

toward the stern until it rests securely on the ramp and the Grip Glide lever captures the collar.

to dePloy:
Push firmly down on the Grip Glide  lever to release the collar and slide the motor forward, out from the ramp. Lower the motor 

to the desired depth. Make sure it clicks into a secure, vertical position.
in stowed condition:
In conditions where the stowed motor is subject to high levels of shock or vibration, take care to provide a secure stow. Move 

the depth collar snug against the steering motor and tighten. 
to adjust latch collar:
The latch collar is adjustable. If needed, loosen the Phillips head screw and rotate the collar up or down to re-align the latch and 

collar. The ideal adjustment is a slightly loose fit that completely captures the collar.

warning : when 
raising or low-
ering motor, 
keeP fingers 
clear of all 
hinge and Pivot 
Points and all 
moving Parts.

tilt lock lever
levier de verrouillage d’inclinaison

grip glide lever
levier à poignée anti-dérapante

arrimage:
Appuyez pour libérer le levier de blocage d’inclinaison et relevez le moteur en le tirant par l’arbre de composite ou la tête de 

commande. Tirer le moteur vers la poupe jusqu’à ce qu’il repose en toute sécurité sur la cale et que le levier à poignée anti-
dérapante s’enclenche dans le collier.

déPloiement:
Tirer fermement sur le levier pour relâcher le collier et glisser le moteur vers l’avant hors de la cale. Relever ou abaisser le 

moteur à la profondeur voulue. S’assurer qu’il s’enclenche en position verticale.
transPort:
Dans le cas où le moteur est soumis à des vibrations ou à des chocs violents, veiller à assurer un arrimage ferme. Mettre le col-

lier de profondeur contre le moteur de direction et le serrer.
réglage du collier de verrouillage : 
Le collier de verrouillage est réglable. Si nécessaire, desserrer les vis Philips et tourner le collier vers le haut ou vers le bas pour réaligner le 

verrou et le collier. Le réglage idéal est un ajustement légèrement lâche qui emprisonne completement le collier.

12-24 VOLT MODELS  /  MODÈLES 12-24 V

note:
1. BATTERY 2 AND CONNECTING WIRE USED FOR 24V APPLICATIONS ONLY
2. UNIVERSAL SONAR 2 WIRES APPLICABLE TO US2 MOTORS ONLY
notez :
1. LA BATTERIE 2 DE CONNEXION LE FIL UTILISÉ POUR 24V LES APPLICATIONS SEULEMENT
2. LE SONAR UNIVERSEL 2 FILS APPLICABLES AUX MOTEURS US2 SEULEMENT

B+B-

M+

M-

12v

24v

RED/ROUGE M+

BLACK/NOIR M-

CONTROL BOARD/
CARTE DE COMMANDE RED/ROUGE

BLACK/NOIR

WHITE/BLANC

BLACK/NOIR

FOOT PEDAL 
CONTROL BOARD/
CARTE DE COMMANDE
DE LA PƒDALE

STEERING MOTOR/
MOTEUR DE DIRECTION

BATTERY GAUGE/
VOLTMéTRE

BATTERY 1
BATTERIE 1

BATTERY 2
BATTERIE 2

BLACK/NOIR B-

RED/ROUGE B+

COIL CORD/
CORDONE

UNIVERSAL SONAR 2 
EXTENSION WIRE */
SONAR UNIVERSEL 2 
* FIL D’EXTENSION

MOTOR/
MOTEUR

RED/ROUGE M+

BLACK/NOIR M-

UNIVERSAL SONAR 2 WIRE *
SONAR UNIVERSEL 2 FIL *

BATTERY 1
BATTERIE 1

BROWN * / MARRON *

FUSE *
FUSIBLE *

* US MOTORS ONLY

* MOTEURS US SEULEMENT

this is a universal multi-voltage diagram. double check your motors voltage for ProPer connections
ceci est un schéma à tension multiPle universel. revérifiez la tension de votre moteur Pour bien le brancher.
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PowerDrive 70 is 24-volt only!




